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MATERIAL:
1. TERMINAL 1: BRASS
2. TERMINAL 2: COPPER ALLOY
3. TERMINAL 3: BRASS
4., HOUSING : HIGH TEMP. PLASTIC UL94V—O(BLACK)
5. COVER : HIGH TEMP. PLASTIC UL94V—O(BLACK)
6. O—RINGS : SILICONE UL94V—O(WHITE) HARDNEESS:30° A\
PLATING:

TERMINAL: SELECTIVE Au PLATED ON CONTACT AREA
(SEE ORDER INFORMATION),
Sn PLATED ON SOLDER TAIL AREA,
BOTH OVER Ni UNDERPLATED OVERALL.

SPECIFICATIONS:
1. Electrical Characteristics:
1—1.Rating: DC VA
1—2.Contanct Resistance:50mQ Max.(Initial)
100mQ Max.(Final) After test:<50mQ

1—3.Dielectric Withstanding Voltage:500V AC for One
Minute

1—4.Insulantion Resistance:100MQ Min.Measured By
500vDC

2. Mechanical Characteristics:
2—1.Plug Insertion Force:0.3~2.0Kgf(initial)
0.3~2.0Kgf(Final)life test
2—2.Plug Extraction Force:0.3~2.0Kgf(initial)

0.3~2.0Kgf(Final)life test

3.Durability Test:5000Cycles min
4.Operating temperature:—25C~+70C
5.Soldering Heat Resistance Reflow Soldering 260°C
6.Housings and O-rings are packed separately
7.The connector can go through the IR process once only
8.The O—Ring can not go through the IR process with

waterproof connector together
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NOTES:

1.HOUSINGS AND O-—RINGS ARE PACKED SEPARATELY
2.THE O—RING CAN NOT GO THROUGH THE IR PROCESS WITH

O—RING

WATERPROOF CONNECTOR TOGETHER
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